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In order to correctly use the bar code scanner,
please read the instruction carefully and do not
arbitrarily scan the settings code otherwise some
settings may not be available temporarily.Please
keep this instruction for reference in the future.
If you have any question or concern about the
operation of the scanner, please contact us at
following Email:Support@trohestar.com You are
suggested to write down the model & the specific
scenario and consult the maintenance person
should you find the scanner abnormal.Note: Enter
some important settings need to enter the
password,the default password is 13579.

Brand trohestar
Model 7180

Types of 1D Laser Barcode Scanner
Color Black

Dimensions 265mm*180mm*99mm

Weight 3509

Material ABS engineering plastics

Non-working | Ambienttemperature : -20C——85TC

status Environment humidity : 10%——93%
Working Ambient temperature : 0C——45T
status Environment humidity : 10%——80%

CPU : 32-bit high-speed ARM series CPU

FLASH :4MB, Store more than 50,000 data

Display: 2.2 inch TFT color LCD screen, 176*220 TFT color LCD screen

Scan Mode : 650nm: laser

Technical

specifications Battery: Built-in 1600mAh explosion-proof lithium battery, USB interface

5V charging

Decoding ability: EAN13, EAN8, 39 code, 93 code, 128 code, cross 25
code (It25),Codebar, UPCA, UPCE, etc.

Communication method: 433MHz wireless two-way communication,
CRC test, the maximum communication distance is 50-100 meters

Keyboard: 15-key high quality silicone keyboard

USB charging cable * 1

Barcode Scanner * 1

Package list Multifunctional base * 1

USB data cable * 1

Product Manual * 1




Battery & Charging

The battery level is displayed in the upper right corner
of the screen when the device is turned on.

NOTE: Please make sure that the switch is turned on
when the device is charged, otherwise it will not

charge properly. when the light of base is red, it means
that the switch is on and the device is charging normally.

FAQs:

Q1.After the scan, the device does not display the last
digit of the barcode.

A.Please refer to page 12 for the "System
settings---Barcode set".

Q2. Ifiscan a product barcode, will itinclude the name
of the productin the file automatically?

A.The scanner works like a keyboard. The scanner does
not interpret what the barcode is, it just

"types" out a string of alphabet numeric characters that
the barcode represents.it's up to the database

software you are using to interpret what that string

of characters means. Once you acquire the barcodes,
you have to correlate them to something more
meaningful by either purchasing a software service that
will interpret the barcode and relate it to a product, or
you can use your own internal inventory system to
assign the barcodes to specific products.After creating
the relationship between your barcode and the
corresponded information ,when you enter the barcode
into the software by the scanner,your software will look
up the barcode and then output the related information
of your product.

Q3. Ininventory mode, can | change the quantity of
barcodes after scanning?

A.Please refer to page 7 for the use and setup of the
inventory model.

Q4. | upload per the screen on the trohestar. says
upload complete. where is the upload on my pc
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A.First you need to make sure that you need to
transfer the data to what type of document, open
the document and then transfer the data, the data
will be saved in the document you open.

Troubleshooting
1.Battery cannot be charged

Please make sure that the switch is turned on when the
device is charged, otherwise it will not charge properly.
when the light of base is red, it means that the switch is
on and the device is charging normally.

2.Garbled characters when exporting data

Please confirm that the input method is American input
method

3.After scanning the 12-digit barcode, only the first
11 digits are displayed, and the last digit is not
displayed.

Please refer to page 12 for "System Settings---Barcode
set”

4.How to change the export format, such as
exporting barcodes and then arranging them
horizontally

Please refer to page 10 for export settings. If you don't
know how to set it up, please contact us for after-sales
support. E-mail: Support@trohestar.com

Instructions

1.Wireless Mode

First, please connect the base to the computer, then
press "1.RF-Gun"via number keyboard, pressthe

Scan button to scan and the barcode information will
be displayed on the screen. Manually input the barcode
please press "#F".

Barcode v (. Wireless Gun T (I

Barcode: 3154147474105
BRI 2. USBGun 3. Col )

) o3 BLon: 13 Typo:FAN: 13

b - Scan: Wait:
. Inv 9. Exp 6. Set can ,] ait: 0
£F: Keylnput




Input barcode ML |

123456

8F: 123  SCAN KEY:Delete

ESC: Canecl ENT: OK

2.Wired Mode

First, please connect the barcode scanner to the com
-puter via data cable, then press "2.RF-Gun" via
number keyborad, pressthe Scan button to scan and

the barcode information will be displayed on the screen.
Manually imput the barcode please press "#F".

T v USBScanGun
Barcode:SN: 1833095099
1.RF-Gun PRV 3.Co|‘ )
Q'!.l!slll ** Type:Codel28
4.1nv 5.Exp 6.5et Blen:13 Scan:l
#F :KeyInput
Manual [l |
123456
»
#F: 123  SCSN KEY:Delete
ESC: Cancel ENT: OK
3.Collect Mode

3.1 Single warehouse Mode

In this mode all scanned barcodes will be displayed
together

Press “3.Col---Collect"via number keyborad

Barcode v (m Collect (i

> &

1.RF-Gun 2.USBGun —_— 2. Browse

Q‘!!.'ll *. 3. Delete data
4.Inv 5.Exp 6.Set 4. Setting
ESC:Cancel ENT: 0K




Select"2.Browse" to view the scanned barcode

collect ! Input barcode {i]
Barcode :CODE93-123456
123456
» ’

Type : CODE93 #F: 123  SCAN KEY:Delete
BlLen:13 Count:1
*, Del #F:KeyInput ESC: Cancel ENT: 0K
Lollect Total:7
l.Colect 1.884382213550
3. Delete data — 3.884382213550

— 4.884382213550
prekking 5.884382213550
ESC:Cancel ENT: O *.:Down O:Del #F:Up

Select "4.Setting" to set single warehouse or multiple
warehouse

Collect (N Setting

l.Colect

1.Single library

2. Browse

» .Scan set:Skip

3. Delete data

ESC:Cancel ENT: OF ESC:Quit ENT:Set

Library n

1.Single library

ESC:Cancel ENT: 0K

3.2 Multiple warehouse Mode
In this mode you can set the warehouse number



Please press "3.Col---1.Collect" via keyboard to enter
Collect Mode for create warehouse number when you
first use, then you can manage multi datebase for
different warehouse barcode

Barcode v Collect L
& & *HHHH 1.Collect
2.Browse
1.RF-Gun 2.USBGun
> 3.Delete data
) b o P 4.Setting
4.nv 5Exp  6.Set 5.Library manage
ESC:Cancel ENT:OK
LibNo: (i

#F:123 SCAN KEY:Delete

ESC:Cancel ENT:OK

When you have finished creating the warehouse
number and entering the scanning interface, press
the Scan button to scan the barcode.After scanning,
the bar code information will be displayed on the
screen. Press "#F" can enter the barcode manually.

collect ! Input barcode [ |
Barcode :CODE93-123456

123456
Type:CODE93 #F: 123  SCAN KEY:Delete
BLen:13  Count:1
*, Del #F:KeyInput ESC: Cancel ENT:OK

Press "2.Browse" via keyboard, you can choose to view
the barcode in a specific warehouse number

Collect LibNo Number
2.Browse
3.Delete data — | 6
4 .Settin

bl 3 0
5.Library manage
ESC:Cancel ENT:OK ESC:Cancel ENT:OK




Total:7
1.884382213550

2.884382213550
e 3.884382213550

4.884382213550
5.884382213550

*.:Down 0:Del #F:Up

Press "5.Library manage" via keyboard, you can set
the warehouse number

Collect Total:0
1.Collect :

3.Delete data =3 |2 Delete library

4 .Setting

3 rowse rary
ESC:Cancel ENT:OK ESC:Cancel ENT:OK

4.Inventory Mode

4.1 Single warehouse Mode
In this mode all scanned barcodes will be displayed

together
Press “4.Inv---Inventory"
Barcode v (M Inventory (m
R &
1.RF-Gun 2.USBGun  3.Col 2. Browse
> 3. Delete data
- —
M) B W 1. Setting
4.! 5.E 6.5
= i = ESC:Cancel ENT: OK
Total : 1 (!I

Barcode:31541474105

Count: 1 Type:EAN-13
Num: 1 | T 011 F—
#F:Keyinput ESC:Cancel

Select"2.Browse" to view the scanned barcode



Inventory (-

1. Inventory

3. Delete data

4. Setting

ESC:Cancel EXT:Oq

Select "4.Setting" to set single warehouse or multiple

warehouse

Inventory (m

1. Inventory

2. Browse

3. Delete data

4, Setting

BarCount:2 (.
1.6914068012254 9
2.884382213550 4

*.:Down Scan:Query #F:Up

ESC:Cancel ENT: OK

Setting |

1. Single library

2. Count Set:Auto add

ESC:Quit ENT : OK

2. Multiple library

ESC:Cancel

ENT: OK

4.2 Multiple warehouse Mode
In this mode you can set the warehouse number
Please press "4.Inv---1.Inventory" via keyboard to

enter Inventory Mode for create warehouse number

when you first use.then you can manage multi
datebase for different warehouse barcode

Barcode v (.

< & ik

1.RF-Gun 2.USBGun 3.Col

) L
5Exp  6.Set

Invenory

2.Browse
3.Delete data

4 .Setting
5.Manage Library
ESC:Cancel ENT:OK




LibNo: L]

#F:123 SCAN KEY:Delete

ESC:Cancel ENT:OK

When you have finished creating the warehouse
number and entering the scanning interface, press
the Scan button to scan the barcode.After scanning,
the bar code information will be displayed on the
screen. Press "#F" can enter the barcode manually.

Invenory Total : 1 [}
_ Barcode: 31541474105
2.Browse
3.Delete data —
4.5etting - Count: 1  Type:EAN-13
5.Manage Library Num: 1 [nput:_______ |
ESC:Cancel ENT:OK #F :Keyinput ESUTCance]
Input barcode |
123456

#F: 123 SCAN KEY:Delete

ENT: 0K

If you need to change the number of barcodes, just

rescan the barcode again and enter the correct number
via the numberic keypad

Total: 1 (.

Barcode:31541474105 T

Count: 1  Type:EAN-13
Num: 1 I lnput_;___m“_' |
#F:Keyinput v, vance




Press "2.Browse" via keyboard, you can choose to
view the barcode in a specific warehouse number

Inventory LibNo Number

1.Inventory

3.Delete data — || 6

4 Setting

5.Manage library 3 0

ESC:Cancel ENT:OK ESC:Cancel ENT:OK
BarCount:2
1.6914068012254 9

H

2.884382213550

*.:Down Scan:Query #F:Up

Press "5.Library manage" via keyboard, you can set
the warehouse number

Collect Total:0
S COReRL 1.Add library

2.Browse

3.Delete data - |2 Delete library

4 Setting

5.Library manage 3.Browse library
ESC:Cancel ENT:OK ESC:Cancel ENT:OK
5.Export settings

Press "5.Exp---1.Collect export" or "5.Exp---1.Inventory
export" via keyboard, You can export the scanned
barcode to your computer, you can export it by
warehouse number or export it at once according to
your needs.
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Export manage T (I

Barcode v (.
e 1. Collect export

|
& &' "HHH'M' 2. Inventory export
1.RF-Gun 2.USBGun 3.Col —_—

3. Export format set

\/ -
Qlll!ﬂ' *.- A. Transfer settings
4. 5.Ex 6.5et
G ESC:Cance] ENT: 0K

Col export M Inv export T (N
1. Wireless export
2. Wirde export r— 0 A1 1 ibrary
ESC:Cancel ENT: 0K ESC:Cancel ENT: OK

Press "3.Export format set" via keyboard, you can set
the export format of the barcode. The export settings
of all modes are the same. Select the mode you want
to export. After entering, setit. You can set the export
format according to your needs.

Export manage T (I Export foramt (N
1. Collect export 1.Wireless Gun set
2. Inventory export 2. USB Gun set
M. Transfer settings 4. Inventory set
ESC:Cancel ENT: 0K ESC:Cancel ENT: OK
Numbor LibNo
Field2: Enter T.:\,B Enter Space
ey 1” #8%&° () %+, -
F!“l‘l'I- ./0123456789:
leldd: 1 =2 ? @ABCDEFG
Fields: > HTJKLMNOPQRST
Field6: Y rTrxYzZ L\ a
Field7- bcdefghijklmn
0|)g1'stuxvxxy2{
SCAN:Delete ENT:Set [ F " a9 =8: 16: 4

If the data you exportis garbled, or the barcode
scanner conflicts with the shortcut keys of the office

software you are using., please press "4.Transfer
settings---1.Keyboard mode---2.English mode"

11



Export manage MEl | Transfer set ML

l1.Collect export

1. Keyboard mode

2. Inventory export

—_— .Set send speed

3. Export format set

4, Transfer settings

ESC:Cancel ENT:OK ESC:Cancel ENT: 0K

Smart mode ﬁlﬂii

l. Smart mode

ENT: 0K ESC:Quit

6.System Settings
Press "6.Set" via keyboard enter system settings,

press "1.System set", some basic parameters of the
device can be set

Set v
Barcode v (W ¢ ul
1. System set
- -
‘ &' 'H'H'Im'l' 2. Wireless set

1.RF-Gun 2.USBGun 3.Col 3. Barcode set

— 1. System upgrade
! R 5. System language
£ W

6. System info
alnv  SExp —
ESC:Cancel ENT: 0K

Setting i Setting v (IR
1. 308

2. Beep volume:medium 2. 60S

3. Backlight:Normal >3 3. 180S

4. Default setting 1. Not dormant

ESC:Cancel ENT: 0K ESC:Quit ENT : OK

Setting i (- Set volume Tl ﬁ

1. Dormancy :60S 1. Mute

2. Small

3. Backlight :Normal

1. Default setting 4. Large

ESC:Cancel ENT: OK ESC:Quit ENT:0f

12



Setting (N Backlight T (N

1. Dormancy : 60S 1. Dark

2. Beep volume:medium 2. Low

3. Backlight :Normal R—
4. Default setting 4. High

ESC:Cancel ENT: 0K ESC:Quit ENT: 0K

Setting T (. Restore seting b _

1. Dormancy:60S

2. Beep volume:medium

Clear all data
3. Backlight :Normal —
4, Default setting

ENT:0K Other:Cancel
ESC:Cancel ENT: 0K

If you purchase multiple devices for simultaneous use,
and you don’t want them to interfere with each other,
please press "2.Wiewless set---1.RF channel:433
MHz", Set the scanner to a different channel, they will
not interfere with each other

Set T _ Wireless v (Il

Il.System set \

3. Barcode set > . Receiver pairing

4. System upgrade

5. System language

6. System info

ESC:Cancel ENT: 0K ESC:Cancel ENT: OK
Chanel T (I
Channel: ___

— (Range: 418-449Miiz)

ENT: 0K ESC: Cancel

If you want to display or hide the last bit of the upc code,
please press “3.Barcode set---1.Barcode check"

13



Set MRl | System upgrade il

1. System set
2. Vireless set
——3p || Scan set
1. System upgrade
5. System language
6. System info
ESC:Cancel ENT: 0K ESC:Cancel ENT:OK

Decode Option3 (.
1. UPC, UPCA, UPCE check:

Disabe *enable

1: Select ESC: Quit

7.Language Setting

The scanner defaults to English when it leaves the
factory. If you receive a Chinese version of the scanner,
please press "6. X B ——-5. R4 iE S ———2.English"

T (Ol a:i T (Ol
A 2. fEAE 3. RH ¥ T
1 ELH 2. 174k 3. R 3. 0% H
—> I RGBT+

am R

#7IANN Z ,/ ”e r‘l
18845 5.0 6. RGfH

ESC: HLii4 ENT : i 5&

T (I

—_— 2. English

ESC: & [u] ENT : 58

8.System info
Set m(- System .'nl(i

1. System set Soft ver: 3.5

2. Wireless set

T TV — HardWare: 1. 0Bl

/ ~ ” 13 [ oy

4. System upgrade E Uid: 1535439315515994
5. System languag . -
ESC:Cancel ENT: OK Copyright NS-XSK
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